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Abstract - Means-end analysis plays a significant role in 
cognitive engineering and has been successfully applied in 
several uJork domains, usually in the form of Rasmnssens ab- 
straction hierarchy. However, work domains with embedded 
controls create pmblems and modifications of the abstrac- 
tion hierarchy has been proposed to circumvent the prob- 
lems. But embedded controls is a deep problem for means- 
end analysis in general and not only for instances like the 
abstraction hierarchy. It is pointed out that means-end anal- 
ysis is currently uot used in control engineering but should 
be used to clarify modelling assnmptions. Means-end anal- 
ysis also lacks a proper definition of the control concept. It 
is proposed that control is dejned as a binary relation that 
assign filnctional roles to subsystems. This conrml concept 
leads to disrincr but entangled process- and conrml hierar- 
chies. It is argued that the problems of embedded control 
can be resolved by an analysis of the relations beween the 
wo tjpes of hierarrliy. Illustrative niodellirig examples are 
included. 
Keywords: Means-end analysis, cognitive engineering, hu- 
man supervisory control, automation design, hierarchies 
1 Introduction 
When designing the human machine interface for the pro- 
cess operator the aim is to represent the process and the au- 
tomated controls in a manner that suits the needs of the oper- 
ator in his task. Since the operator is supposed to operate the 
plant, make decisions and act appropriately in critical situa- 
tions it is necessary for him to know the means and ends of 
plant operation i.e. goals and functions for systems and sub- 
systems and the means available for intervention and control 
i.e. to understand the system as an object of action and to 
recognize the intention of other actors (automated controls 
or other operators) in the system. A human supervisor is 
also dependent on knowledge about the dynamical proper- 
ties of the system but only to the extent and to a level which 
is relevant for his task. Methods for cognitive engineering 
of human machine interfaces propose means-end analysis as 
a basis for design of the interface to the human supervisor 
t171[211. 
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Many researchers have applied means end analysis with 
success, some of them in the form of the abstraction hierar- 
chy [17]. However, some researchers (e.g. [14]) have re- 
ported about problems using the abstraction hierarchy for 
work domains with embedded physical or human control 
agents. The problems may be  circumvented by various adap- 
tations or extensions of the abstraction hierarchy. However, 
the problem with embedded controls are deeper and not only 
connected with particular deficiencies of the abstraction hier- 
archy. It is also a problem for means-end analysis in  general 
r101. 
1.1 The problems of embedded control 
The problem with means end analysis of work domains 
with embedded control systems does not have a simple so- 
lution. It requires consideration of several connected issues. 
Four issues are discussed below which we believe to be of 
major importance. The first two issues are primary and con- 
cems the relation between concepts of control and concepts 
of means-end analysis. A definition of the control concept is 
suggested which is coherent with the basic ideas of means 
end analysis and the two following issues elaborate some 
consequences of this definition. The problem of embedded 
controls with the abstraction hierarchy originated in work do- 
main analysis of intensive care units. The relevance of the 
issues to means end analysis of physiological systems will 
therefore be indicated where appropriate. 
1.1.1 Current control engineering concepts 
Current control engineering concepts does not match par- 
ticularly well with concepts of means end analysis. It is 
accordingly difficult to translate the design rationale for a 
control system into the vocabulary of means, ends, purposes 
and functions. As a consequence, it becomes questionable 
how to use the why, what and how distinctions of means- 
end analysis to make the control system intelligible for the 
operator. In addition, control system objectives are often in- 
directly related to the real objectives or goals due to limita- 
tions of the plant instrumentation. The translation problem 
is mainly caused by a general lack of insight in the cogni- 
tive aspects of process modelling and problem framing in the 
control engineering community. The problem is of particular 
importance for cognitive engineering because the designer 
a33 
Authorized licensed use limited to: Danmarks Tekniske Informationscenter. Downloaded on February 17,2010 at 06:53:18 EST from IEEE Xplore.  Restrictions apply. 
must reverse engineer descriptions of goals and functions of 
the automated controls and the process from available infor- 
mal and often incomplete plant documentation. However, as 
discussed later in the paper, it is also a problem for control 
engineering that needs to be addressed. 
This problem is of particular difficulty in physiological 
systems since there is no blueprint or designer to specify the 
purposes and functions of the physiological system and its 
parts. The analyst must therefore induce this information 
from the available but often incomplete knowledge of the 
structure, behavior and evolution of the physiological sys- 
tem. 
The translation problem will be approached below by us- 
ing Goffmann’s [ I ]  frameworks of interpretation to analyze 
the background knowledge required for building differential 
equations in control engineering. 
1.1.2 The control concept and means-end analysis 
It is also a problem that the concept of control has many 
interpretations and that its p d c u l a r  meaning in means-end 
analysis is not well defined. We suggest that control is de- 
fined as a directed relation from a causal agent (the control- 
ling subsystem) to an object (the process subsystem under 
control). The control relation implies an assignment of func- 
tional roles to two systems, one serving the role of being 
the process under control and the other the role of being the 
controller. The distinction between the two functional roles 
is important because each role defines a view or particular 
end-context of ihe means-end analysis. The two views will 
be called the process view and the control view in the fol- 
lowing. The proccss view provides an analysis of purposes, 
functions and structure of the process and the control view 
account for the purposes, function and structure of the con- 
trol systems. The two views lead accordingly to two distinct 
hierarchies. It should be noticed that the distinction between 
the two hierarchies is purely functional i.e. it does not rep- 
resent a structural decomposition of the system. This means 
that the control system will be represented within the process 
view as a means for achieving process ends. Conversely, a 
process will be represented in the control view as a means 
for intervention and observation. 
1.1.3 Entangled hierarchies 
The control and the process hierarchies are entangled in 
several ways of which we will consider only three here; I )  a 
control system can have a constitutive role in the formation 
of a functional level in the process hierarchy, 2)it can serve as 
a means of transfer between two different hierarchical orga- 
nizations of the process functions and 3) process components 
and subsystems may serve both process and control func- 
tions. Other more complex relations between the hierarchies 
are discussed in [ 5 ] .  The distinction between the two types 
of hierarchy and their entanglement will be discussed below 
by a process example with an embedded control system (the 
so-called Mariotte bottle). 
1.1.4 Assignment of roles to  subsystems 
It is not always obvious how to assign the object and agent 
roles of the control relation to subsystems when modelling 
means-end relations in a system. In many (cases, the tech- 
nology applied will indicate the role of a particular subsys- 
tem but in other cases it is not at all obvious. For example, 
electronic circuits in a process plant will without doubt serve 
control functions whereas the role of e.g. hydraulic systems 
is less certain because i t  can have both roles. Sometimes sys- 
tems serve both as control agents and as objects of control at 
the same time. The problem of role assignment will also be 
exemplified by the Mariotte bottle. 
The assignment of functional roles is a serious problem in 
physiological systems as it can be difficult to distinguish the 
processes from the controls in such systems. Especially con- 
trol functions which are realized by enzymatic and hormonal 
reactions are difficult to distinguish from the metabolic pro- 
cesses. 
2 The translation problem 
In current approaches to control engineering, process 
modelling is seen as the use of mathematical equations to 
represent the physical properties and constraints defining the 
dynamics of the process under control. The mathematical 
equations are used to develop the algorithms to be imple- 
mented into control software and hardware. Researchers in 
control engineering have provided new insights in process 
modelling that goes beyond the equations (see e.g. [2]) and 
there is also a recognition of the necessity to know purposes 
and functions of the process under control. This knowledge 
is not subject of explicit formalization but nevertheless it is 
considered relevant for the modelling problem because it de- 
fines assumptions and the aspects of the system which are 
relevant for the control problem and therefore to include in 
a dynamic model of the process. There is therefore a need 
for using means-end analysis in process modelling in order 
to address these background assumptions explicitly. 
Presently the state of art in formalized means-end analysis 
is not as advanced as the tools available for analysis of sys- 
tems dynamics and Multilevel Flow Modelling [6, 81 is one 
of the few methodologies available for means-end analysis 
of control systems. However, the situation is slowly chang- 
ing due to the influence of artificial iutelligerice in control [7] 
and to an increased academic (see e.g. [121) and industrial 
interest in design of plant level control solutions [3,4]. Fur- 
thermore, the design of plant wide control systems is much 
more dependent on a formalized analysis of system purposes 
and functions than low level feedback controls because they 
are directly related to the overall goals of plant operation and 
less dependent on physical constraints. 
2.1 Frameworks of interpretation 
The role of means end concepts in modelling process dy- 
namics can he revealed by realizing that the modelling ac- 
tivity in addition to the mathematical aspects also involve 
a cognitive process of interpretation. By the interpretation 
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the modeler make sense of the events and phenomena in the 
problem under investigation. However, according to Goff- 
man [ I ]  we can distinguish between two primary frameworks 
of interpretation. A framework of interpretation serve as 
a frame of reference and is seen as rendering what would 
otherwise be a meaningless and chaotic situation into some- 
thing that is meaningful and with structure. The two primary 
frameworks are called the natural and the social frameworks 
and are defined as follows: 
... Natural frameworks identify occurrences 
seen as undirected, un-oriented, unanimated, un- 
guided "purely physical". Such unguided events 
are ones understood to be due totally, from start 
to finish, to "natural" determinants. It is seen that 
no willful agency causally and intentionally inter- 
feres, that no actor continuously guides the out- 
come. Success or failure in regard to these events 
are not imaginable ... 
... Social frameworks, on the other hand, pro- 
vide background understanding for events that in- 
corporate the will, aim, and controlling effort of 
an intelligence, a live agency, the chief one being 
the human being ... What the agent ... does can be de- 
scribed as "guided doings". These doings subject 
the doer to "standards," to social appraisal of his 
action based on its ... efficiency, economy, safety ..., 
and so forth. 
Searle 1191 has proposed another related distinction be- 
tween brute and social facts and argues that descriptions of 
function and purposes of physical equipment are social facts 
because they refer to human goals and intentions. Searle also 
point out that descriptions of the function of a physical de- 
vice must ultimately refer to its physical properties i.e. to 
so-called brute facts. Descriptions given within Goffmann's 
two frameworks may therefore use the same terms but will 
have different meanings depending on whether they refer to 
objective observable physical events or states (brute facts) or 
to inter-subjective intentions (social facts). A shown later, 
this insight is crucial in order to understand how the two 
frameworks of interpretation interplay when modelling the 
dynamics and functional organization of a physical artifact. 
2.1.1 RemarkE concerning the abstraction hierarchj 
Goffmann's frameworks has, on a superficial level, con- 
nections with some of the key ideas of Rasmussen's abstrac- 
tion hierarchy. The reader might therefore wonder why Goff- 
mann's work is used here rather than the abstraction hierar- 
chy which is well known in the cognitive engineering com- 
munity. There are several reasons for this decision. Firstly. 
it is necessary to distinguish between means end analysis as 
a generic type of analysis and the abstraction hierarchy as 
an instantiation hereof with particular strengths and weak- 
nesses. Secondly, Goffmann's social framework of inter- 
pretation is entirely consistent with the general concepts of 
means end analysis. Thirdly, Goffmann's clear distinction 
between the two framework, makes it possible to analyze 
how control problems are framed and how levels of function 
emerge through an interplay between the two corresponding 
modes of interpretation. This type of analysis is not possi- 
ble in the abstraction hierarchy because levels here appear 
to be predefined or not problematic. Finally, the abstraction 
hierarchy merge the process and the control hierarchies (not 
unlike two deck of cards) by locating control functions on the 
level of generalized function together with process functions 
like cooling. The abstraction hierarchy therefore eliminate 
the distinction between types of hierarchy we want to em- 
phasize. By using Goffmann's frameworks of interpretation 
we are accordingly able to see the problem with means end 
analysis of control systems more clearly. 
2.2 How control problems are framed 
Goffmann explains with this distinction why natural 
frameworks of interpretations (such as physics and chem- 
istry) are not sufficient for understanding control systems. 
We can describe automated control systems as purely phys- 
ical since they ultimately rely on hardware, but we need the 
social framework to characterize the goal directed nature of 
control actions i.e. to the capture the intentionality. We can 
accordingly apply the two primary frameworks to provide 
different descriptions of a control system. These descriptions 
have distinct meanings by referring to different frameworks 
of interpretation. 
The physical framework can be used to explain how the 
control is working i.e. as an un-oriented and unguided activ- 
ity. This is the framework of interpretation advocated by con- 
trol engineers and theorists referring to the natural sciences 
as a prerequisite fur the analysis and synthesis of dynamic 
systems. However, the social framework is required if we 
want to describe the control as an activity directed towards 
the achievement of purposes and goals - a view advocated 
by researchers in cognitive science [16] and artificial intelli- 
gence interested in intentional systems [22] and the view un- 
derlying means-end analysis. The importance of the social 
framework for interpretation control systems is also stressed 
by Rescher [18] when he argue that the concept of control is 
inherently connected with concepts of intention, purpose and 
goal. But, as demonstrated below we need also to know how 
the process is operated and the purposes and functions served 
by its subsystems and equipment. Both frameworks are ac- 
cordingly relevant for understanding both the process and the 
control and the social framework is of particular importance 
in understanding processes with embedded controls. Note 
that the two primary frameworks of interpretation are not ex- 
clusive hut complementary. They define different perspec- 
tives on the same situation or system which are of relevance 
in modelling tasks. 
2.3 A simple tank example 
We will in the following illustrate how the two frameworks 
are used in modelling the dynamics of the simple system 
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shown in Figure 1. The use of the frameworks cannot be 
illustrated in a direct way because all attempts to do so in- 
variably will imply implicit selections of features of the sit- 
uation at hand and be influenced by the purpose of analysis. 
We therefore explain the ideas by first presenting the result 
of the modelling i.e. the differential equation that provides 
a mathematical representation of the tank dynamics. Here- 
after, we will reveal how the problem has been framed. 
Figure 1 : A simple tank example 
Let us consider the apparently trivial problem of  mod- 
elling the dynamics of the water level ht in the tank and its 
dependencies of the flows of water f ,  in the inlet valve V, 
and fo in the outlet valve V,. We get the following differen- 
tial eauation: 
where A is the cross sectional area of the tank and p is the 
specific mass of the water. Since the equation describe the 
dynamics of the system in terms of the physical properties 
of its parts it may seem as if the modelling only involve the 
application of the natural framework of interpretation. How- 
ever, the social framework is at play in the background. This 
can be revealed by analyzing the assumptions made as a pre- 
requisite for setting up the equation. 
2.3.1 The assumptions 
It is assumed that the purpose of the tank is to receive, 
store (i.e. to contain for a specified period of time) and de- 
liver water. It is also assumed that the valves and the asso- 
ciated piping serve these purposes by transporting the water 
so that the tank can receive and deliver the water. The differ- 
ential equation describe the ability of the tank to receive (by 
f i ) ,  contain (by ht and A) and deliver (by f,J the water. We 
have also assumed that the water is a moveable and storable 
substance and that it is fluid so that it can adapt its spatial 
form to the tank volume (by p). We have also assumed the 
existence of an agent (an operator or an automated system) 
which can determine or control the flows of water f, and f ,  
and therefore, by the causal influence on % expressed in 
the equation, exercise control on the rate of change of the 
level ht. Finally we have also assumed that the system is 
placed in a field of gravity otherwise the water would not 
be received by the tank when it leave the inlet valve. In ad- 
dition, water present in the tank would not be able leave it 
because there would be no hydrostatic pressure to force it to 
flow through the outlet valve. Notice that the assumptions 
mentioned above comprises both brute and social facts. 
It is realized that even though equation ( 1) represents re- 
lations between physical properties its fomiulation require 
knowledge of the functions served by system parts in the ful- 
fillment of the purpose of the whole. But this knowledge 
about the means and the ends of the system is not explicitly 
represented in the equation and only described informally 
above in natural language. We propose that this implicit 
means-end knowledge should be  made explicit in a formal- 
ized form in order to make it clear how the process is con- 
ceived as an object of control (i.e. within a social framework) 
and thereby make the control semantics of the system trans- 
parent. 
The implicit assumptions seems to be trivial but they are 
not, even for the simple system we are considering. Pur- 
poses and thereby the functions of system parts are often not 
clearly described or even identified. The system may even 
be used simultaneously or in different situations for (possi- 
bly conflicting) different ends. For example:, the inlet water 
could be used to heat the tank. In such a situation we should 
also consider the thermodynamic properties of the tank and 
the water in order to account for the dynamics. Furthermore, 
in the example there is a direct relation between the purpose 
of the system and the properties and the dynamics expressed 
in (I)  but in other situations the relation could be more indi- 
rect. For example, if the purpose of the valves and the tank in 
Figure 1 is to prevent the water from falling on the table i.e. 
to be a barrier against loss of water, the equation would only 
describe a way or manner of preventing this situation and not 
relate directly to the purpose itself. In such situations an ex- 
plicit representation of the purpose would clearly be required 
to make the purpose or meaning of the system transparent. A 
logic analysis of these description problems is presented in 
[9, 111. 
It is realized that the implicit relations between the quali- 
tative means-end analyzes and the quantitative mathematical 
models of plant dynamics (if available) make it difficult to 
use the control engineering information about plant dynam- 
ics in way that is consistent with the principles of cognitive 
engineering. 
2.4 Representing means and ends 
Natural language was used above to describe the purpose 
of the tank system and the function of its various parts. Actu- 
ally, natural language is very effective at describing means- 
end and functional relations. A variety of means-end rela- 
tions can be expressed through so-called semantic roles (ob- 
ject, agent, instrument, counteragent, ... )connected with ac- 
tion verbs [13]. Natural language allow us also to assign 
different semantic roles to objects and actors in a situation 
depending on the perspective under which it is seen. Thus, 
if the purpose in the example above is instead to heat the 
tank walls by the water, the semantic roles would be differ- 
ent. The tank would be the object of the heating action and 
the water would have the role of being an instrument or a 
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means of heat transfer. The purpose in view determine the 
roles of the tank and the water and is expressed explicitly in 
the semantic structure. 
Modelling concepts and a number of knowledge represen- 
tation techniques such as frames [I51 or conceptual graphs 
1201 have been developed within artificial intelligence re- 
search for representing the semantics of actions. Another 
possibility is to use Multilevel Flow Modelling [6, 81 which 
is particularly aimed at modelling process control systems 
with complex means-end structures. These techniques can 
he used to model means-end relations and thereby to make 
explicit models of the conceptualizations that comprise the 
background assumptions for the formulation of differential 
equations of a controlled object. 
3 The problem of embedded controls 
The tank example above demonstrated that modelling of 
the dynamics of physical system imply a control relation (be- 
tween the tank and its associated equipment and an external 
control agent). The modelling relied on an understanding of 
means-end relations within a pmcess view. These insights 
becomes even more relevant in the following more complex 
example shown in Figure 2 which have an embedded con- 
trol system. It will be clear that in such a case, which are in 
abundance in industry, we need also to apply the conrml view 
and to understand how it is related to and entangled with the 
process view. 
3.1 Mariotte's bottle 
The example is a slightly modified Mariotte's bottle which 
is used in e.g. chemical laboratories to provide a constant and 
controllable fluid flow (e.g. for dosing purposes). Human 
machine interface problems are rarely discussed in connec- 
tion with such simple devices. It has been chosen here as an 
example because it illustrates in a direct and simple way the 
problems with means-end analysis of processes with embed- 
ded control systems. The insights obtained from the example 
are believed also to be valid for more complex systems. 
The overall purpose of the Mariotte's bottle is to deliver 
water at a constant but controllable flow rate. The system 
comprises a closed tank (instead of a bottle) containing the 
water, an inlet valve V,, an outlet valve V,, a vent valve V,, 
and a pipe which provides an open path from the tank interior 
to an environment with constant pressure P,. The valves are 
assumed to he of the on-off type. The inlet valve is used 
for filling the tank and the depth of immersion of the pipe 
db determines the outlet pressure p ,  and hereby the outlet 
flow f0 (assuming that the outlet valve is open). Note that 
the inlet and the vent valves are not present in the original 
device. They have been added here in order to facilitate the 
discussion of filling and emptying operations. In spite of the 
modifications we will for convenience refer to the system as 
Mariotte's bottle in the following. 
V0 
(B) Enable regulation 
Vo 
(A) Fill tank 
Figure 2: Mariottes bottle and its four configurations (open 
valves are white and closed are black) 
I I 
Enable Deliver water 
regulation (B) (C) 
I I 
decrease increase I t 4 4 
U U 
Figure 3: Phases of operation of Mariotte's bottle 
3.2 Phases of operation 
The system is operated as a hatch system with the four 
phases shown in Figure 3. The operator can change the 
operating phase of the system by control actions (closing 
and opening the valves and by shifting the position of the 
pipe). The configurations of the system in the four phases 
are shown in Figure 2. Note that the operating objective and 
thereby also the assignment of the functional roles of the sys- 
tem also are dependent on the phase. The phases and the as- 
sociated functions of the subsystems are described below in 
detail. 
3.2.1 Fill tank (A) 
The objective in phase A is to fill the tank with water. This 
is done by opening the inlet valve V, for a period of time 
and then closing it. The outlet valve V, is kept closed but 
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the vent valve V, is open until the filling operation has been 
completed so that the air can escape from the tank when it 
is displaced by the water. The function of the tank in this 
phase is simply to store the water. The inlet valve V, has the 
function of transporting the water into the tank. It serves also 
as a means for control (actuator). The vent valve V ,  has the 
function of transporting the air. 
3.2.2 Enable regulation (B) 
The objective in phase B is to establish working conditions 
for a regulation mechanism which keep the outlet pressure p, 
(and thereby the flow fo) at a constant value (see phase C he- 
low). The pipe is first immersed into the water to a depth db 
corresponding to the desired pressure. By opening the out- 
let valve V,, the water level ht is reduced until it reaches 
the lower end of the pipe db and air can enter the bottle (the 
working condition for the regulation). The pressure of the 
enclosed airp, in the bottle will at the same time he reduced 
from the initial environmental pressure P, to a value that, to- 
gether with the hydrostatic pressure produced by the water, 
provides the desired p,. This phase is entered when the in- 
let and vent valves are closed and the outlet valve is opened 
after the filling phase, or when the set-point db for the outlet 
pressure is decreased (see below). The tank has two (inter- 
dependent) functions in this phase - to store water and air. 
Note that whereas the pipe had no function in phase A it has 
two functions in this phase. It has the (process) function of 
transporting water and the (control) function to indicate tank 
air pressure. The air pressure can he read by the operator 
as  the distance between the water levels in the tank ht and 
in the pipe h,. The functions of the outlet valve V, in this 
phase are to transport the water and to be a means for control 
(actuator). 
3.2.3 Deliver water (C) 
The objective of phase C is to deliver water under a con- 
stant outlet pressure. The pressure is regulated (e.g. main- 
tained) by a bubble mechanism which compensate for the de- 
crease in pressure caused by the outflow of water by letting 
in air from the pipe so that the air pressure pa in the bottle 
increased. The set-point for the outlet pressure is determined 
by the distance db from the tank bottom to the lower end of 
the pipe. Note that in the other phases, the outlet pressure is 
dependent on the level of water in the tank ht and indepen- 
dent of the pipe position. The functions of the tank and the 
outlet valve are the same as in phase B. Note however, that 
the pipe now serves two other functions. Its position db indi- 
cates the set point for the outlet pressure p ,  (control function) 
and it provides a transport function (process) for the ingoing 
air. 
3.2.4 Empty tank (D) 
In phase D the objective is to reduce the water level ht to 
zero. This is simply done by letting the water leave the tank 
through the outlet valve. The functions of the tank and the 
outlet valve are the same as in phase B. Note however, that 
the pipe now serves only one (process) function namely to 
transport air into the tank. 
3.3 Control actions 
The transition between the phases of the Mariotte bottle is 
determined by control actions as indicated in Figure 3. We 
will only discuss two of the actions (decrease db and increase 
db) which are of particular interest for the analysis below of 
the problem with embedded controls. 
When the operator decreases the set-point for the outlet 
pressure p ,  by decreasing db. the water will rise in the pipe 
and prevent the air bubbles to pass. The regulation mecha- 
nism is accordingly deactivated. However, the regulation be- 
comes active again after a while without further intervention 
by the operator because the water level ht decreases until it 
reaches the new value of db due to the outflow of water. The 
operator can therefore let the system reestablish the regula- 
tion by its own dynamics. This means that the new output 
pressure level is determined by db and they are therefore (af- 
ter a time delay) connected by a causal relation. 
When the operator increases the pressure set-point by in- 
creasing db the regulation mechanism remains active so that 
the outlet pressure change in direct dependence of the pipe 
position (assuming that the operator is not moving the pipe 
too fast). There will accordingly he a direct causal relation 
between an increase in db and an increase in the outlet pres- 
sure p,. 
3.4 The means-end analysis 
The descriptions above of the phases and its associated 
objectives and subsystem functions contain the information 
which is needed in order to identify means-end relations and 
levels of function in the Mariotte bottle. Figure 4 depict the 
result of an analysis of the means-end relations adapting the 
symbology of Multilevel Flow Modelling [8]. It should be 
noted that the model is semi formal and tentative and only 
suited to illustrate the problems with embedded control sys- 
tems and not meant to provide the solution. Further work is 
required in order to resolve all aspects of the problem. We 
have also excluded parts of the model that are not significant 
for the issues addressed. We have accordingly only included 
the objectives and functions related to phases B (enable regu- 
lation) and C (deliver water) and the operator control actions 
connecting the two phases (decrease db and increase db). 
The resulting model in Figure 4 is best explained by stalf- 
ing with the sub-model representing phase B (right hand bot- 
tom comer). This sub-model comprises the process func- 
tions involved in the transport and storage of water and air, a 
conrml function and an objective y which is achieved as the 
joint interaction of the two functions. The control objective 
is to produce the end-condition h, < db i.e. to lower the 
water level in the pipe until the air can enter into the bottle. 
This end-condition enters as a pre-condition for two other 
functions described below. 
Continuing the explanation with phase C it is seen that the 
end-condition y for phase B is a pre-condition for a control 
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Figure 4 Process and control hierarchies (phases B and C) 
function. This control function represents the function of the 
regulation mechanism which is to maintain p ,  the condition 
that ensure that outlet pressure is held at a constant value cor- 
responding to db.  The process function comprises as above 
the subsystem functions involved in transport and storage of 
water and air. However, note that the configuration of the 
system in the two phases are slightly different (see descrip- 
tions above of the two phases). 
Moving to the top left comer of the model we can see that 
it contains two snb-models with similar structures. They both 
comprises a process function related to a control function by 
a causal relation. The control functions represent two ways 
of moving the pipe and the causally related process func- 
tions represents the corresponding response of the process 
i.e. the decrease or increase of the outlet pressures. It is also 
seen that the two causal relations are conditioned by end- 
condirions p and q. This means that the causal relation is 
only existing provided the corresponding condition is satis- 
fied. This sub-model describe accordingly the total system as 
a control device namely an actuator for the outlet pressure. 
3.4.1 Hierarchies and  functional levels 
It is clearly seen that the model comprises two entangled 
functional hierarchies that each require the adoption of pro- 
cess and control views. In the vertical direction we have two 
levels of process function (P-level 1 and P-level 2). Along 
the horizontal direction we can identify two levels of con- 
trol (C-level I and C-level 2). Note that the number of levels 
are not always the same (a control function could provide a 
condition for another control function etc.) 
We have also indicated an optional control level which 
should be introduced if the operation of Mariotte’s bottle 
was changed so that outlet flow (pressure) was controlled to 
match the inflow, assuming e.g. a continuous filling with 
fluctuations in the inflow (so-called cascade control). This 
would also introduce a new level of process function because 
the total system now would be behave as a transport system! 
4 Conclusions 
The paper presents an analysis of problems with means- 
end analysis of dynamic work domains with embedded con- 
trols. It is pointed out that means-end analysis is currently 
not used in control engineering but should he used to clar- 
ify assumptions made in building differential equation mod- 
els for control design. Better communication of design in- 
tentions could then be obtained with cognitive engineering 
professionals. The paper demonstrates by examples the rea- 
sons why embedded control systems create problems with 
meansend analysis. It is shown that it is necessary to distin- 
guish clearly between process hierarchies and control hier- 
archies and that these two hierarchies are entangled in non- 
trivial ways. It is also demonstrated that embedded controls 
has a central role in the formation of functional levels in the 
process hierarchy. 
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